v Technical Specification

Aieridian

GNSS Feature Specification
Channels 1408
GPS L1C/A, L1€, L2P(Y), L2C, L5
BDS Gt 2 L3*
GLONASS B1l, B2l, B3I, B1C, B2a, B2b*
GNSS Signa|® GALILEO E1. E5Sa, E5b, E6*
IRNSS Bl k2.0 5. 6"
QZS5 L1, L2 L5
SABS 15
L-Band B2b PPP (Only for the Asian-Pacific Region)
High-precision Static GNSS Surveying Horizontal: 2.5mm + 0.1ppm RMS | Vertical: 3.5mm + 0.4ppm RMS
Static and Fast Static Horizontal: 2.5mm + 0.5ppm RMS | Vertical: 5mm + 0.5ppm RMS
Post Prgcegging Kinematic Horizontal: 8mm + 1ppm RMS | Vertical: 15mm + 1ppm RMS
PPK / Stop & G
( / Stop ) Initialization reliability: Typically>99.9%
itioni Horizontal: £0.25m+1ppm RMS
P’:::;t:;r::fe Code Differential GNSS Positioning s
Vertical: +0.5m+1ppm RMS | SBAS: 0.5m (H), 0.85m (V)
_ _ _ Horizontal: 8mm+1ppm RMS | Vertical: 15mm+1ppm RMS
Real Time Kinematic (RTK)
Initialization time: Typically <10s | Initialization reliability: Typically > 99.9%
Time to First Fix Cold start: <45s | Hot start: <30s | Signal re-acquisition: <2 s
Tilt Survey Performance < 2cm within 60°, Up to 120°
Bluetooth: 4.2 / 2.1+EDR, 2.4GHz
Communication
Wi-Fi: frequency 2.4GHz, Supports 802.11b /g /n
Communication Frequency: 410-470MHz o
Internal UHF Radio Transmitting power: 1TW / 2W / 5W adjustable SW Data Transmission
Protocols: TRIMTALK?600, TRANSEOT, SOUTH 9600, SOUTH 19200
8.4V / 6800mANh lithium-ion rechargeable battery
Physical Removable Battery o Wi-Fi o B
RTK Rover (Network) for 10 hours*2 | Static: up to 13 hours*2 405 ConneCtl'Vlty
Display 1.54 inch OLED Display
Control Panel LED Lamp Satellite, Signal, Power o Removable Batter Y
Physical Button 3
Water / Dustproof P68
Shock and Vibration Designed to survive a 2m natural fall onto concrete
Environment Humidity 100%, condensing e
""""""""""""""""""""""""""" :‘&f%‘
Operation Temperature “45°C~+70°C ﬂ
_________________________________________________ ﬁ#‘-—"%’%éf
Storage Temperature 55 C~+85C T
1 X Micro USB port, 1 X Type C 1XLEMO port( 5 Pin)
| / O Interface Port
1 XSIM card slot , 1 XxType C port 1 xUHF port
Output Rate Up to 20Hz
Static Data Format Dat
DRI TR R
CMR & RTCM CMR, RTCM 2.x, RTCM 3.0, RTCM 3.2
Navigation Outputs ASCI| NMEA-0183

1. *Description and Specifications are subject to change without notice.
2. *BDS B2b, GALILEO E6, QZSS L6, IRNSS LS will be provided through future product upgrade.

i i :f ¢ 0122 7246 259 - 01001094259 = Meridiangnss@controlpoint-sales.com i
: : i ¢ 012 85697534 - 01092396494 % sales@controlpoint-sales.com :
i i ' 2 Al - Islah, Behind Amamoura Beach al- Hilalia Street Montazah Alexandria ,Egypt | To be the Best
i i i@www.controlpoint-sales.comi GNSS Solution Provider




